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MOBILE POST HOIST

Simulation of Post Hoist positioning plastic container onto Buck
Valve. The pneumatic assisted positive clamping action safely
secures the container during the inversion process.

The manually operated geared hand wheel rotates the container
through 180° (pneumatic rotation available).

THIS PRODUCT FEATURES A UNIQUE FLEXIBLE ARM WITH
INTEGRATED PIVOT BRAKES GIVING GREATER FLEXIBILITY
TO REACH INTO THE MOST DIFFICULT HANDLING SITUATIONS.

FIXED POST HOIST

Designed for picking trays of tablets from table and placing in
a vertical drying oven. Unique knuckle arm gives ease of
movement around a restrictive operating environment.

Push buttons provide powered raising and lowering of the trays.
This effectively removes all manual handling issues and
consequently all risks of injury to the operator.

OPTIONS

PALAMATIC’S POST HOISTS

Mobile or static
For loads of 15 - 500kg
Up to 3m lifting height

Accurate positioning for
restricted work areas

Controlled tipping from 0° t0180°

Pneumatic or electrically
powered

Push button control

Manual or powered tipping
actions

Air or electrical safety features

For hazardous areas electrics can
be low voltage and flameproof

Variable outreach
Blending feature available

PRODUCTS HANDLED:
« Drums (plastic/fibre)
- Bottles

- IBC’s

- Containers

SUITABLE FOR:
« Primary and Secondary areas

» Reactor loading

FINISH OPTIONS:

« Mild Steel epoxy painted
- Stainless Steel 304/316

« To cGMP standards

Mobile Post Hoist with
fibre keg pneumatic clamp attachment
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Illustrated on the front page is the Post Hoist
inverting the bottle by manual geared hand wheel.
The above photo shows the inversion by air motor
driven gear box arrangement.

Pneumatically operated Post Hoist with
pendant controls lifting vacuum receivers
and suspending above a mobile IBC. The
unit has a SWL of 500kg and incorporates
unique safety features in case of mains
air failure.

Fixed or rotary Post Hoist suitable for handling
IBC’s, drums, containers. With manual or
powered inversion and slewing options.
Optional attachments available.

Fixed or mobile tipping unit with 90°, 135°
and 180° manual or powered turning options.
Capacities to suit applications.
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