
Palamatic design and manufacture many
handling systems for the Printing and
Packaging sector. These three examples
use our Vacuum Tube Lifter for weightless
load raising and lowering. Left Lifting print
bundles in the horizontal plain. Gripper is
pneumatically actuated.
Above shows a reel lifted using a grip in
the core. Right shows vacuum grip.
None of these systems required rotation.

Left: A specially designed pneumatic
gripper secures the reel in its inner core.
Once raised, the reel is rotated
pneumatically through 90° to allow
machine loading to take place.
Operator friendly controls are
conveniently mounted in one location
for ease of use.

Right: This handling device was
developed to handle print bundles on
their ‘end board’. The bundles are picked
from the machine, where they stand
on a slight angle, moved over to an
adjacent pallet and stacked.

Here reels are gripped on the outer surface
by vacuum. Rotation through 180° is done
via pneumatically actuated controls.
A Vacuum Lifter powers the load raising.

The ‘RM4’ lift and turn assembly, in this
instance fitted to a Palamatic pneumatic
Manipulator. The operator is able to load
and unload reels on to the machine spindle.
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Shown above is our ‘RM4’ reel lift and turn
system, fitted to a Vacuum Tube Lifter.
Reels are picked by vacuum on the end
and rotated 90° via pneumatic control.

LIFTING SOLUTIONS FOR THE PRINTING
AND PACKAGING INDUSTRIES

ELIMINATE MANUAL HANDLING... WEIGHTLESS OPERATION...
INCREASED SPEED OF OPERATION... SINGLE OPERATOR CONTROL...
LOW MAINTENANCE... IMPROVED SAFETY OF OPERATION...
IMPROVED OPERATOR DEPLOYMENT... REDUCE PRODUCT DAMAGE...
QUICK DELIVERY... UK MANUFACTURED



Palamatic Handling Systems
France
Tel:  +33 299 860622
Fax: +33 299 860810

HEAD OFFICE
Palamatic Handling Systems
Cobnar Wood Close
Chesterfield Trading Estate
Chesterfield
Derbyshire. S41 9RQ
England

Tel:  +44 (0)1246 452054
Fax: +44 (0)1246 451379
Email: sales@palamatic.com
Web: www.palamatic.com

Palamatic Handling Systems India
Tel:  +91 80 5484733
Fax: +91 80 5485119
Email: scorpio@bgl.vsnl.net.in

REFERENCE NO: PPI/3/02

Palamatic’s worldwide sales
network ensures that our
expertise works for the
company and
its operatives

Palamatic Handling USA Inc
PO Box 2020
West Chester
PA19380

Tel: +1 610 701 6350
Fax: +1 610 701 6354
Email: tcarney@chesco.com
Web: www.palamaticusa.com

Distributors in:
Australia
Belgium
Brazil
Canada
Czech Republic
Denmark
France
Holland
India
Ireland
Italy
Malaysia

Mexico
New Zealand
Norway
Puerto Rico
Portugal
Singapore
South Africa
Spain
Sweden
UAE
USA

Reels of packaging material picked, lifted
and rotated using a Vacuum Tube Lifter.
Reels weigh approx. 80kgs and required
two men to handle them before the
installation of this system.

Distributor in Ireland
Absolute Handling
Tel:  +353 (0) 1 8063184
Fax: +353 (0) 1 8063185

Shrink wrapped packaging lifted with ease
using a Vacuum Tube Lifter. The unit was
selected from our MiniLifter range, which
is designed specifically to handle loads up
to 20Kgs.

Vacuum sack lifter. Flexible rubber seal is
used to grip and lift the porous sack. Ideal
for palletising or depalletising of paper
and plastic sacks.

This ‘RM2’ end effector allows manual
90° rotation of reel via gravity.
A vacuum suction grip is generated on the
reel diameter. Vacuum also powers the
raising and lowering.

Cardboard boxes (tape sealed) being lifted
by vacuum lifter from conveyor to stack on
an adjacent pallet. Unit includes 360° lateral
rotation to allow boxes to be stacked in
various patterns.

Simple Load Assist effortlessly lifts reels
directly from pallets to your production
area and presents them at the precise height
for loading onto packaging machines.
Lifting capacity of 125kg


